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We have been manufacturing soundproof enclosures for all kinds of equipment for over 20 years. 

We are specialized in the manufacture of soundproof enclosures for projectors with high heat dissipation (BTU / h) and high luminosity (ANSI) up to 40,000 lumens and more, such as:  
Barco, Christie, Panasonic, Nec, Epson e.t.c. 

Our boxes are equipped with a powerful programmable ventilation system and are therefore fully autonomous. 

If necessary, our boxes can be adapted to connect to the existing ventilation system. 

They are designed to meet all cases, even the most extreme. 

Each box is made to measure taking into account the technical characteristics of the projector, for example, heat dissipation (BTU / h), power and flow rate of the fans, location of the air 
outlet and inlet e.t.c. 

In addition, we can design boxes of different shapes so that they can adapt to space constraints. A plan with detailed description is sent to you before manufacturing. 

A plan with detailed description is sent to you before manufacturing. 
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Equipment: 

Composition of the walls: 5 types of materials to ensure sound insulation. 

External walls are made of melamine ( Fire resistance, European standard = B - s2, d0 ) 

Internal walls covered with rock wool (Fire resistance, European standard = A1 ) 

Wall thickness 62mm. 

Sound trap / air inlet. 

Sound trap / air outlet. 

Silent ventilation with adjustable, programmable speed (automatic triggering). 

A programmable cell for triggering the fan (automatic triggering of 1st or 2nd speeds depending on the temperature inside the box). 

A programmable cell for triggering the alarm in the event of excessive temperature. 

Display of the temperature inside the box. 

Alarm in case of excessive temperature (programmable). 

"Pilkington Optiwhite" neutral float glass with low iron oxide content and very high light transmission with a thickness of 8 mm. > > Roxtec cable ducts. > > Slides for access to the equipment, full exit, sliding  

platform with anti-vibration mounts. 

Black color. 

Sound damping: 30 dB-A (+/- 4dB). 

The weight of the box varies depending on the projector model. (between 150 and 250 kg.) 

Options: 

High resistance castors including 2 with brakes. 

Handles. 

Straps with safety hook for hanging the box from the ceiling. 

Box made from "flight box".  
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 Information necessary to establish a plan and estimate: 

1. Brand and model of the projector. 

2. Projector location: on the ceiling, on a wall, on a support. 

Our soundproof boxes are equipped with ventilation and are autonomous, however, if there is ventilation or air conditioning in the room, you can connect it to the box, soundproofing will be even better. 

In  this case the box will not be equipped with ventilation, it will be provided by the existing system. 

The diameter of the ventilation pipes must be at least 160 mm. The ventilation must be powerful enough to remove the hot air from the box. 

For projectors suspended from the ceiling, we equip our boxes with straps with safety hooks supporting a weight of 800 kg. 
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